
A (mm) 100 100 100 100 110 110
B (mm) 2000 2000 2000 2000 2000 2000
C (mm) 200 200 200 200 200 200
D (mm) 2720 3220 3720 4220 4720 5220
E (mm) 1720 2220 2720 3220 3720 4220
F (mm) 4200 4200 4200 4200 4220 4220
Poids Weight (kg) 400 410 425 435 465 475

4 m

A (mm) 100 100 100 100 110 110
B (mm) 1500 1500 1500 1500 1500 1500
C (mm) 200 200 200 200 200 200
D (mm) 2700 3200 3700 4200 4700 5200
E (mm) 1900 2400 2900 3400 3900 4400
F (mm) 3700 3700 3700 3700 3720 3720
Poids Weight (kg) 270 280 290 305 335 350

3,5 m

A (mm) 100 100 100 100 110 110
B (mm) 1500 1500 1500 1500 1500 1500
C (mm) 200 200 200 200 200 200
D (mm) 2700 3200 3700 4200 4700 5200
E (mm) 1900 2400 2900 3400 3900 4400
F (mm) 3200 3200 3200 3200 3220 3220
Poids Weight (kg) 255 265 280 290 320 335

3 m

Portique d’atelier déplaçable en charge/
Portal crane movable under load
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B

C

D

E

F

A (mm) 91 91 91 91 91 91
B (mm) 1500 1500 1500 1500 1500 1500
C (mm) 150 150 150 150 150 150
D (mm) 2690 3190 3690 4190 4690 5190
E (mm) 2090 2590 3090 3590 4090 4590
F (mm) 3180 3180 3180 3180 3180 3180
Poids Weight (kg) 210 220 230 240 250 260

50
0 

kg

Hauteur
sous fer/
Height

underside
beam

3 m

A (mm) 91 91 91 91 91 91
B (mm) 1500 1500 1500 1500 1500 1500
C (mm) 150 150 150 150 150 150
D (mm) 2690 3190 3690 4190 4690 5190
E (mm) 2090 2590 3090 3590 4090 4590
F (mm) 3680 3680 3680 3680 3680 3680
Poids Weight (kg) 220 230 240 250 260 270

3,5 m

A (mm) 91 91 91 91 91 91
B (mm) 1500 1500 1500 1500 1500 1500
C (mm) 150 150 150 150 150 150
D (mm) 2700 3200 3700 4200 4700 5200
E (mm) 2100 2600 3100 3600 4100 4600
F (mm) 4180 4180 4180 4180 4180 4180
Poids Weight (kg) 275 285 295 305 315 325

4 m

Portée/
Span
(m)

2,5 3 3,5 4 4,5 5

A

1 
00

0 
kg



A (mm) 110 110 110 120 135 135
B (mm) 2000 2000 2000 2000 2000 2000
C (mm) 200 200 200 200 200 200
D (mm) 2750 3250 3750 4250 4750 5250
E (mm) 1750 2250 2750 3250 3750 4250
F (mm) 4220 4220 4220 4240 4270 4270
Poids Weight (kg) 500 510 525 560 600 620

4 m

A (mm) 110 110 110 120 135 135
B (mm) 2000 2000 2000 2000 2000 2000
C (mm) 200 200 200 200 200 200
D (mm) 2750 3250 3750 4250 4750 5250
E (mm) 1750 2250 2750 3250 3750 4250
F (mm) 3720 3720 3720 3740 3770 3770
Poids Weight (kg) 475 490 500 535 580 600

3,5 m

A (mm) 110 110 110 120 135 135
B (mm) 2000 2000 2000 2000 2000 2000
C (mm) 200 200 200 200 200 200
D (mm) 2750 3250 3750 4250 4750 5250
E (mm) 1750 2250 2750 3250 3750 4250
F (mm) 3220 3220 3220 3240 3270 3270
Poids Weight (kg) 450 465 480 515 555 575

3 m

Portique d’atelier déplaçable en charge/
Portal crane movable under load
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B

C

D

E

F

A (mm) 100 100 100 100 120 120
B (mm) 2000 2000 2000 2000 2000 2000
C (mm) 200 200 200 200 200 200
D (mm) 2720 3220 3720 4220 4720 5220
E (mm) 1720 2220 2720 3220 3720 4220
F (mm) 3200 3200 3200 3200 3400 3400
Poids Weight (kg) 365 375 390 400 450 470

1 
60

0 
kg

Hauteur
sous fer/
Height

underside
beam

3 m

A (mm) 100 100 100 100 120 120
B (mm) 2000 2000 2000 2000 2000 2000
C (mm) 200 200 200 200 200 200
D (mm) 2720 3220 3720 4220 4720 5220
E (mm) 1720 2220 2720 3220 3720 4220
F (mm) 3700 3700 3700 3700 3740 3740
Poids Weight (kg) 385 395 405 420 470 485

3,5 m

A (mm) 100 100 100 100 120 120
B (mm) 2000 2000 2000 2000 2000 2000
C (mm) 200 200 200 200 200 200
D (mm) 2750 3250 3750 4250 4750 5250
E (mm) 1750 2250 2750 3250 3750 4250
F (mm) 4200 4200 4200 4200 4240 4240
Poids Weight (kg) 480 490 500 515 565 585

4 m

Portée/
Span
(m)

2,5 3 3,5 4 4,5 5

A

2 
00

0 
kg



A (mm) 170 170 170 170 170 170
B (mm) 2000 2000 2000 2000 2000 2000
C (mm) 300 300 300 300 300 300
D (mm) 2850 3350 3850 4350 4850 5350
E (mm) 1650 2150 2650 3150 3650 4150
F (mm) 4360 4360 4360 4360 4360 4360
Poids Weight (kg) 960 990 1025 1055 1085 1115

4 m

A (mm) 170 170 170 170 170 170
B (mm) 2000 2000 2000 2000 2000 2000
C (mm) 300 300 300 300 300 300
D (mm) 2800 3300 3800 4300 4800 5300
E (mm) 1800 2300 2800 3300 3800 4300
F (mm) 3860 3860 3860 3860 3860 3860
Poids Weight (kg) 735 770 800 830 860 890

3,5 m

A (mm) 170 170 170 170 170 170
B (mm) 2000 2000 2000 2000 2000 2000
C (mm) 300 300 300 300 300 300
D (mm) 2800 3300 3800 4300 4800 5300
E (mm) 1800 2300 2800 3300 3800 4300
F (mm) 3360 3360 3360 3360 3360 3360
Poids Weight (kg) 705 735 770 800 830 860

3 m

Portique d’atelier déplaçable en charge/
Portal crane movable under load

réf. : T 2219 F/GB
rév. n° :
date : 09/03
page : 3/4

fiche technique
technical data sheet

B

C

D

E

F

A (mm) 150 150 150 150 150 150
B (mm) 2000 2000 2000 2000 2000 2000
C (mm) 250 250 250 250 250 250
D (mm) 2780 3280 3780 4280 4780 5280
E (mm) 1780 2280 2780 3280 3780 4280
F (mm) 3300 3300 3300 3300 3300 3300
Poids Weight (kg) 590 610 635 655 680 700

3 
20

0 
kg

Hauteur
sous fer/
Height

underside
beam

3 m

A (mm) 150 150 150 150 150 150
B (mm) 2000 2000 2000 2000 2000 2000
C (mm) 250 250 250 250 250 250
D (mm) 2780 3280 3780 4280 4780 5280
E (mm) 1780 2280 2780 3280 3780 4280
F (mm) 3800 3800 3800 3800 3800 3800
Poids Weight (kg) 615 640 660 685 705 730

3,5 m

A (mm) 150 150 150 150 150 150
B (mm) 2000 2000 2000 2000 2000 2000
C (mm) 250 250 250 250 250 250
D (mm) 2800 3300 3800 4300 4800 5300
E (mm) 1800 2300 2800 3300 3800 4300
F (mm) 4300 4300 4300 4300 4300 4300
Poids Weight (kg) 690 715 735 760 780 805

4 m

Portée/
Span
(m)

2,5 3 3,5 4 4,5 5

A

5 
00

0 
kg
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Portique d'atelier monté sur roues pivo-
tantes pour service intérieur.
NOS PORTIQUES SONT DÉPLACABLES
EN CHARGE sur sol lisse, propre et plan.
CONSTRUCTION MÉCANO-SOUDÉE,
DÉMONTABLES EN 3 ÉLÉMENTS.
Roues en polyamide blanc jusqu'à 2 tonnes
et à bandage polyuréthane à partir de
3.2 tonnes.
Peinture polyuréthane 3 couches jaune RAL
1028.

OPTIONS :
- Roues à blocage
- Roues non pivotantes
- Ligne d'alimentation palan + interrup-

teur cadenassable
- Autre peinture, nous consulter
- Galvanisation à chaud, nous consulter
- Service extérieur
- Dimensions adaptées au besoin

F

Workshop gantry crane mounted on cas-
tors for indoor use.
OUR GANTRY CRANES CAN BE
MOVED WHILE HOLDING A LOAD on
smooth, clean, flat ground.
FABRICATED CONSTRUCTION CAN BE
DISMANTLED INTO 3 PARTS.
White polyamide wheels up to 2 tonnes
and with polyurethane tyres from 3.2
tonnes upwards.
3 coats of polyurethane paint, yellow RAL
1028.

OPTIONS :
- Locking wheels
- Non-pivoting wheels
- Hoist power supply + padlockable switch
- For other paint, please contact us
- For hot galvanization, please contact us
- For outdoor use
- Dimensions adjustable to requirements

GB


